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REMARKS 

Claims 1-19 are pending in the application with claims 12-16 being 
allowed, claims 1, 3, 4, 7, 9.11 and 17 being rejected and claims 2, 5, 6, 8, 10, 18 
and 19 being objected to. 

Reconsideration of the rejected claims and objected to claims Is 
requested. 

Claims 1, 3, 4. 7, 9,11 and 17 stand rejected under 35 USC §1 03(a) as 
being unpatentable over Lee C609) in view of Cadien et al. ('158). The examiner 
cites Lee for the teaching of a titanium adhesion layer interposed between a 
tungsten nucleation layer and a subsequent tungsten layer. The examiner refers 
to FIG. 3C of Lee for such teaching. It is not apparent that Lee suggests the use 
of a tungsten layer for transitioning from a tungsten silicide layer to a tungsten 
plug. Lee actually describes a titanium layer 50 which is made up of titanium and 
titanium nitride. From Lee's disclosure, there is no teaching nor suggestion that 
one would need a transition layer as described by applicants. Lee's tungsten 
plug is described as being low stress" by being deposited in three different 
steps. No discussion is directed to a transition layer of tungsten that compares to 
applicants' invention. 

Applicant's attorney has carefully reviewed the Cadien et al. patent and is 
unable to discern any teaching or suggestion in Cadien et al. of using a tungsten 
banrier layer over any tungsten silicide adhesion layer and then filling the via with 
a tungsten plug. Cadien et al. describes the use of a tungsten silicide adhesion 
layer formed over a silicon-based insulating layer where the tungsten silicide is 
used as the adhesion layer for a tungsten plug. As shown in FIG. 3B and 3C, 
Cadien et al. discloses lining a via 304 with a tungsten silicide adhesion layer 306 
and then using chemical vapor deposition to thereafter deposit a tungsten plug 
308 into the via 304. The tungsten forms not only the plug but an overlaying 
surface 308 (see FIG. 3C) which is then planarized away to fomn the final 
configuration shown in FIG. 3D. As shown in each figure of Cadien et al., there 
is only a single layer of tungsten silicide material between the tungsten plug and 
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the dielectric. There is no suggestion in Cadien et al. of using an additional layer 
of tungsten as a bamer for the tungsten plug 308. 

As set forth in applicants claims, and as shown in FIG. 4 of applicant's 
specification, for example, applicant utilizes not only a tungsten siljcide layer 12 
but in addition a separate identifiable tungsten layer 13 overlaying the tungsten 
siliclde layer. The tungsten forming the plug is deposited as layer 14. Each of 
the independent claims 1 and 7 recite this separate tungsten barrier layer. 

As disclosed In applicant's specification, the use of a tungsten-based film 
for the tungsten plug eliminates issues associated with the formation of 
volcanoes that is common with other barrier layers such as titanium or titanium 
nitride. By using two films, applicant is able to create an adhesion layer that will 
bond to both the silicon-based material and the tungsten material. The tungsten 
siliclde layer provides such an adhesion layer that has good bonding 
characteristics for the underlying silicon-based dieiectric. The use of the 
tungsten film provides a barrier layer for the silicon and transitions to the later 
deposited tungsten plug. The use of the tungsten layer provides for easy 
nucleation and growth of the tungsten plug. While the present invention adds an 
additional layer and step in the process of forming tungsten plugs, the 
improvements obtained from the advantages mentioned above outweigh the 
downsides of using an extra layer. 

Since neither Lee nor Cadien et a|. teach or suggest the use of an 
intermediate tungsten layer between a tungsten plug and a tungsten siliclde 
adhesion layer, it is submitted that the rejection of the claims of this application 
oyer the combination of Lee and Cadien et al. is improper and should be 
withdrawn. In order to support the rejection proposed by the examiner, there 
must be some teaching or suggestion In the cited art that would lead one to the 
claimed invention. Neither Lee nor Cadien et ah have suggested the 
combination as claimed by applicants. 
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For the reasons set forth above, it is submitted that this application is now 
in condition for allowance and such allowance is solicited. 


Respectfully 



No. 27.115 

Beusse Brownlee Wolter Mora & Maire, P.A. 
390 N. Orange Avenue, Suite 2500 
Orlando, Fl- 32801 
(407) 926-7701 
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P^RTIFICATg QF TRANSMISSION 

I HEREBY CERTIFY that this Amendment is being FAXED to the U.S. 
Patent Office at 703-872-9306 (Centc^l^ax, I^Jj^ber) on this 30th .day of 
September, 2004. 
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